
Production of GEM foils according
to CERN technology

1. Techtradid the MCVtechnologytransfer from CERNinto the Polishindustry.

2. Techtrais the only Europeancommercialproducerof GasElectronMultiplier
(GEM)foils

3. Techtrais the only commercialproducerof GEMdetectors.

Since 2010 Techtra 
has providedover 

3500GEM foils

Production of GEM foils

Optical inspectionof GEM foils

Automatic inspection of 
geometry uniformity

Electrical tests of GEM foils

License agreements between 
Techtra and CERN

Microscopicview of GEM

GEM 
PRODUCTION



1. Techtra hasdevelopeduniversalDAQsystemsfor GEMdetectors.

2. Thesystemcanbe scaled-up for biggerdetectors.

3. Techtrais the only Europeancommercialproducerof GEMdetectors.

X-ray testsstand

Visualization software with 
sample radiograph

Since 2017
Techtra 

has provided
severalGEM 

detectors

10 x 10 cm GEM detector with 
256 ch V1.1 electronic readout

V2.0 electronicreadout board

20 x 20 cm GEM detector with 
4 x 256 ch V2.0 electronic readout

Data Acquisitionsoftware with on-line charts

GEM - DETECTORS 



1. Techtraprototype andproducededicatedelectronicsystems.

2. Techtra started the development of ceramic components for GEM
detectorsςXYstrip readouts,hexpadsreadouts,andGEMfoils.

Equipment for the design and production of electronic circuits.

Techtra has 
conductedseveral

R&D projectsin last
years

In-house manufacturing and prototyping Techtra core team!

LTCC ceramicGEM foils and readouts

XY strip readout board 

Hexagonal pad readout board 70 x70 mm ceramic GEM foil 



Modular GEM Detectors (MGEM)

Project supported by The National Centre for Research and Development.
Project number POIR.04.01.02-00-0080/17.

Subtitle: GEM detector for CubeSat
technology.Design, construction and tests.
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Block diagram of MGEMdetector.
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Summary
IinnovativeGEMdetectorsare underdevelopmentin ²ǊƻŎƱŀǿ, Polandwithin
a framework of MGEMProjectsupportedby the PolishNationalCentrefor
Researchand Development. Eachdetector module will be compatiblewith
CubeSattechnology and thus can be implementedeven in small satellites.
Thedetector will be a componentsuitablefor ballooning,rocket and space
mission instrumentations. Detector will be commercially available. Some
elementsof the detector canbe customized. It is expectedthat the detector
will be finally assembledin the end of 2022.For more information on the
detector components,their constructionand test proceduresseethe parallel
poster.

Control and poweringsystem - demonstration version made

The prototype LTCC 
readout is placed 

on the testing board

The prototype LTCC readout 
is placed on the testing board, 
coveredby GEM and drift foils

The DAQ system dedicated to the MGEM project

The test radiographs measured on the LTCC readouts: 

R&D accivities


